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Memorandum 

 

March 28, 2017 

 

To: Bidding Contractors and Plans Rooms 

 

Fr: Rob Woodruff, AIA, CDT 

 ADW Architects, p.a. 

 

Re: ADDENDUM NO. 1 
 

 NCDOT Division 10 Office Security Upgrades in Albemarle, NC 

 SCO ID#:  16-15785-01A 

ADW Job no.: 16020 

 

The Pre-Bid Meeting was held at the site on March 22nd. This addendum and subsequent 

addenda will be distributed to the attendees and the plan rooms listed in the 

Advertisement for Bids. 

 

SUPPLEMENTAL INFORMATION TO BIDDERS 

 

1. Attached is a copy of the meeting Attendance List and Agenda.  

2. Construction Work to be performed during normal business hours (8am-4:30pm 

Monday through Friday).  Case-by-case consideration will be given for 

circumstances where Construction is necessary outside of the normal business 

hours.  Note that State and National Holidays are observed by NCDOT and 

therefore the building will be closed on those dates unless special consideration is 

granted by the Owner. 

3. Site visitations can be scheduled during the bid period through Tim Kirk at 

704.244.1216. 

4. Per the documents, none of the active security equipment, devices, or wiring other 

than 120 volt connections are to be provided by the electrical contractor. 

Electrical Contractor provides empty conduits and outlet boxes for cameras, card 

readers, and other security and access control equipment, but the cameras, 

readers, servers, controllers, monitors, cabling, etc. are provided and installed 

under separate agreement by the Owner’s selected security system vendor.  Where 

indicated in the documents, “by the owner” and “by the security system installer” 

mean the same thing. 

5. The drawings and specifications have already been reviewed and approved by the 

State Construction Office. There is no review or permit fee to be included in the 

Bid costs. 
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6. Taxes can be shown as a line item, if you wish. They will need to be tracked 

during construction. A tabulation of taxes will need to accompany the final pay 

application. 

7. A tabulation of payments to minority businesses will need to accompany each pay 

application. 

 

CHANGES TO DRAWINGS  

 

8. Attached are revised pdf files for sheets A101 and A102. 

9. A101 – refer to additional information regarding site bollard. 

10. A102 – refer to clarification on doors and windows. 

 

 
 

These clarifications constitute Addendum No. 1 and should be considered part of 

the Bid Documents. General Contractor shall see that their sub-contractors are in 

full receipt of the information contained herein. 

 

End of Addendum 

 

Cc: \ Interested parties 
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1. FIELD VERIFY ALL CONDITIONS.  GENERAL CONTRACTOR MUST NOTIFY ARCHITECT OF
ANY DISCREPANCIES PRIOR TO START OF WORK AFFECTED BY SUCH DISCREPANCY.

2. DO NOT SCALE DRAWINGS.  IF DIMENSIONS ARE IN QUESTION, OBTAIN CLARIFICATION FROM
ARCHITECT.

3. ALL INTERIOR DIMENSIONS ARE TO FACE OF STUD U.N.O.

GENERAL SHEET NOTES

GENERAL NOTES - DEMOLITION

1. NOTE THAT ALL ITEMS TO BE REMOVED OR MODIFIED MAY NOT BE LISTED ON THIS SHEET.
BALANCE OF DRAWINGS INDICATE OTHER ITEMS NOT LISTED HERE. THE CONTRACTOR WILL
BE RESPONSIBLE TO DETERMINE IF OTHER ITEMS WILL NEED TO BE REMOVED OR MODIFIED
TO COMPLETE THE NEW WORK.

2. DASHED LINES ON DEMOLITION DRAWINGS INDICATE ITEMS TO BE REMOVED.

3. OWNER RESERVES THE RIGHT OF REFUSAL ON ALL PRODUCTS BEING REMOVED.
CONTRACTOR TO DISPOSE OF ALL PRODUCTS REFUSED.

4. ITEMS INDICATED TO BE REMOVED (AND NOT SAVED) SHALL BE DISPOSED OF OFF SITE AS
REQUIRED BY LOCAL, STATE, AND FEDERAL LAWS. THE CONTRACTOR SHALL OBTAIN
NECESSARY DEMOLITION PERMITS PRIOR TO ANY DEMOLITION WORK.

5. NO HAZARDOUS MATERIAL IS KNOWN TO BE PRESENT IN THE JOB SITE.  IF HAZARDOUS
MATERIAL IS ENCOUNTERED, CONTRACTOR SHALL IMMEDIATELY CEASE THE WORK IN THE
AREA, SECURE THE INVOLVED AREA TO PREVENT INADVERTENT CONTAMINATION OR
EXPOSURE AND NOTIFY THE DESIGNER AND OWNER.

6. CONTRACTOR SHALL PROTECT EXISTING CONSTRUCTION WHICH IS TO REMAIN OR
INDICATED
TO BE SALVAGED.  ANY DAMAGE WITHIN THE LIMITS OF CONSTRUCTION MUST BE REPAIRED
AS DESCRIBED IN THE DOCUMENTS.  NOTIFY ARCHITECT IMMEDIATELY OF ANY SIGNIFICANT
EXISTING DAMAGE.

7. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO VISIT THE SITE AND VERIFY ALL EXISTING
CONDITIONS, INCLUDING REQUIRED DEMOLITION OF THE BUILDING & ITS CONTENTS,
ACCOMMODATION OF DEMOLITION REMOVAL, AND NEW CONSTRUCTION SCOPE OF WORK.
ADDITIONALLY, THESE DRAWINGS MAY NOT INCLUDE ALL EXISTING CONDITIONS WHICH MAY
AFFECT THE WORK OF THIS CONTRACT.  IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO
FIELD VERIFY ALL CONDITIONS PRIOR TO BEGINNING CONSTRUCTION.  CONTRACTOR MUST
NOTIFY ARCHITECT OF ANY DISCREPENCIES NO LESS THAN 72 HOURS BEFORE THE START OF
WORK EFFECTED BY SUCH DISCREPENCY.

8. CONTRACTOR IS RESPONSIBLE FOR DUST CONTROL OF THE DEMOLITION AREA.

9. PROVIDE INTERIOR SHORING, BRACING, OR SUPPORT AS NECESSARY TO PREVENT
MOVEMENT, SETTLEMENT, OR DAMAGE TO STRUCTURES TO BE DEMOLISHED.

10. EXISTING WALLS AND CONSTRUCTION SHALL BE REMOVED IN THEIR ENTIRETY TO EXTENT
INDICATED ON THE DRAWINGS AND AS REQUIRED TO ACCOMMODATE NEW CONSTRUCTION.
WHERE WALLS AND PARTITIONS ARE INDICATED TO BE DEMOLISHED, REMOVE ALL FRAMING,
SUB-FRAMING, INSULATION, SUBSTRATE, WALL BOARD, PANELING AND TRIM AS APPLICABLE.

11. REFER TO STRUCTURAL, PLUMBING, MECHANICAL AND ELECTRICAL DRAWINGS FOR FULL
SCOPE OF DEMOLITION WORK.  COORDINATE ALL DEMOLITION WITH FINAL DESIGN.

12. REMOVE MECHANICAL, ELECTRICAL AND PLUMBING FIXTURES, EQUIPMENT, AND
DISTRIBUTION SYSTEMS TO THE EXTENT INDICATED AND AS REQUIRED TO ACCOMMODATE
NEW CONSTRUCTION.

13. PATCHING IS REQUIRED WHERE DEMOLITION OF ARCHITECTURAL, PLUMBING,
MECHANICAL, ELECTRICAL, AND STRUCTURAL SYSTEMS LEAVES HOLES, VOIDS, OR
UNFINISHED CONDITIONS AT FINISHED WALLS, FLOORS, AND CEILINGS. FILL ALL EXISTING
CONCRETE FLOOR AND CONCRETE WALL PENETRATIONS RESULTING FROM PIPING AND
CONDUIT REMOVAL WITH NON-SHRINK GROUT, READY TO RECEIVE FINAL FLOOR OR WALL
FINISH.

14. REPAIR EXISTING CONCRETE FLOOR SLABS AND PATCH, LEVEL AND REPAIR FLOOR SLABS
AS REQUIRED FOR INSTALLATION OF NEW FLOORING.

15. PATCH AND REPAIR EXISTING SLAB. FOR CRACKS OTHER THAN THOSE DETERMINED TO BE
HAIRLINE CRACKS ( 0.01 INCH), SAW CUT THE FULL LENGTH TO RECEIVE CAULK. FILL W/BACKER
ROD & SILICONE SEALANT.

16. CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVAL OF ALL EXTRANEOUS HANGERS,
CONDUITS, AND OTHER ITEMS THAT HAVE BEEN ABANDONED.
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CEILING TYPES:
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1.) ALL CEILING HEIGHTS ARE RELATIVE TO FINISH FLOOR ELEVATION UNLESS OTHERWISE NOTED.

2.) NEW CEILING HEIGHT TO MATCH EXISTING CEILING HEIGHTS

3.) ALL NEW CEILING FIXTURES ARE TO HAVE WHITE TRIM OR COVERS U.N.O.

4.) ALL CEILINGS ARE TO BE INSTALLED AS REQUIRED BY ASCE 7-05 CHAPTER 13 SEISMIC DESIGN
FOR NONSTRUCTURAL COMPONENTS AND ANCHORED PER NCSBC SECTION 1621.
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GENERAL NOTES - CEILING PLAN
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